
Tel. +49 (0) 234 - 708 90 95 

Fax +49 (0) 234 - 708 90 97 

 

www.sensolytics.de 

info@sensolytics.de 

Universitätsstr. 142 

44799 Bochum 

Germany 

Scanning Droplet Cell 

Product Information 

SDC Features  
 

■ Localization by mobile minia-

turized electrochemical cell 

■ Only small surface area is in 
contact with electrolyte 

■ Sequence of electrochemical 

experiments at each grid point 

■ Fully automatic procedures for 

exchange of electrolyte  

■ Precise head positioning via 
force sensor control 

■ Large surface areas and de-

manding sample contours 

accessible 

■ AC-SDC option and option for 

Photoelectrochemistry available 



Scanning Droplet Cell 

Option for SECM 
 

■ Upgrade of any Sensolytics SECM 

possible 

■ SDC head directly usable in SECM 
tip holder  

■ Specialized adapters to minimize 

weight  

■ Fast and easy upgrade 

Scanning Droplet Cell 

System 
 

■ Linear stages with up to 145 mm 

travel distance available for large 

samples including joystick control 

■ Standard SDC tip openings in 
1.0 mm, 0.5 mm or 0.2 mm 

diameter, customization possible  

■ Precise and automated positioning 

of SDC head via integrated force 
sensor 

■ Micro-metering pump with 1 µl 

smallest volume for reproducible 

droplet formation 

■ Various sample geometries  

 

Optical SDC 

Photoelectrochemistry 
 

■ Integrated light fiber for local 

illumination 

■ Complete system with light source 

and shutter or use of own com-
ponents.  


