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Electrodes 
 

■ Large variety of electrode diameters 

and materials available: 

 

■ Further materials and customized 

designs on request 

Scanning Electrochemical 

Microscope – SECM 

Accessories 

Platinum 
100 µm, 50 µm, 25 µm, 10 µm, 

5 µm and 1 µm 

Gold 100 µm, 50 µm, 25 µm, 10 µm  

Platinum, 

nano 

200-500 nm and  

500-1000 nm  

Carbon fiber  7-9 µm (polymer insulated) 

Platinum 
Counter electrodes  

(coil- and net-type) 



Option PicoPlot 

■ Piezoelectric dispen-

sing device for sample 

preparation 

■ Dispensing head for droplet sizes 
of 100-200 pL or 600-1100 pL  

Measuring Cells 
 

■ Versatile measuring cell included in 

Base SECM (PMMA, adjustable base 

and fixed position of counter and 
reference electrode) 

■ Models made from PEEK for enhan-

ced chemical resistance   

■ Specialized measuring cells for non-

standard sample geometries 

■ Temperature 
control, flow cell 

configuration 

etc. 

Polishing 

■ Complete polishing set for manual 
cleaning of 

micro-

electrodes 

■ Polishing 
machine  

Option SPECM 

■ Scanned light fiber 

 for local illumination 

 and electrochemical 
 detection  

Inverted Optical Microscope Feature 

■ Upgrade of any Sensolytics SECM possible 

Further Techniques and 

Customizations 

SECM Accessories 

Option SDC 

■ Scanning Droplet Cell (SDC) system 
with force sensor and Photoelectro-

 chemistry option 

■ Tip opening (Ø): 

 1.0 mm, 0.5 mm 
 or 0.2 mm  

Faraday Cage 

■ Specifically adapted faraday cage for 
measurements in low current ranges  

Vibration Dampening 

■ Specialized microscope workstation 

with passive vibration insulation  


